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COLOR-CODED COMPACT 
FLUORESCENT LAMPHOLDERS (CFL’s)
GX23/GX23-2 Base
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Leviton Mounting Lamp Philips Osram GE Panasonic
Cat. No. Base SYLVANIA

26720-100 Horizontal snap-in GX23, GX23-2

26720-200 Horizontal screw-down GX23, GX23-2

26720-300 Vertical top snap-in GX23

26720-400 Vertical screw-down GX23, GX23-2

26720-500 Vertical bottom snap-in GX23, GX23-2
for 16 ga. panels     

PL-S DULUX S BIAX FDS
13W 13W 13W 13W
PL-C DULUX D DOUBLE
13W 13W BIAX                              

13W

Cat. No. 26720-100 Cat. No. 26720-200

Cat. No. 26720-300 Cat. No. 26720-400

Cat. No. 26720-500

1.01 (25.7)

0.77-0.79
(19.6-20.1)

0.88 (22.4)

0.39
(9.9)

0.39
(9.9)

1.58 (40.1)

0.68 (17.3)

0.69
(17.5)

0.13
(3.3)

1.01 (25.7)

0.88 (22.4)

1.23
(31.24)

1.58 (40.1)

0.68 (17.3)

0.69
(17.5)

1.28 (32.6)1.16 (29.5)

0.95 (24.1)0.41
(10.4)

0.17
(4.3)

0.91
(23.1)

0.34
(8.6)

1.33
(33.8)

1.20
(30.5)

1.40 (35.6)

0.68 (17.3) 0.41
(10.4)

0.56 (14.2)

1.39 (35.3)

0.22 (5.6)
R

0.87
(22.1)

1.22
(31.0)

1.22
(31.0)

1.23 (31.2)

0.13 (3.3)

0.22 (5.6)

1.09 (27.7)

1.20
(30.5)

1.40 (35.6)

BASE

0.22 (5.6)

0.81
(20.6)

0.19
(4.8)

fl

1.40-1.415
(35.6-35.9)

1.00 (25.4)

0.27 (6.7)

1.09 (27.7)

1.40
(35.6)

1.40 (35.6)

1.58 (40.1)

BASE

0.22 (5.6)

1.40-1.415
(35.6-35.9)0.27 (6.9)

1.20
(30.5)

NOTE: Lamp names are trademarked by manufacturers.

RECOMMENDED PANEL CUTOUT
NOTE: PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

RECOMMENDED PANEL THICKNESS
0.023-0.039(0.58-0.99) MAX INCLUDING PAINT

NOTE:
SMALL MOUNTING HOLES
FOR SELF THREADING #4 SCREW.
LARGE MOUNTING HOLES
FOR #8 SCREW

NOTE: 
PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

RECOMMENDED PANEL THICKNESS
0.023-0.039(0.58-0.99) MAX INCLUDING PAINT

NOTE: 
PUNCH PANEL FROM 
THE DIRECTION OF 
LAMPHOLDER INSERTION
RECOMMENDED MOUNTING
SELF-THREADING #8 SCREW

RECOMMENDED
PANEL OPENING

NOTE:
PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

RECOMMENDED
PANEL THICKNESS 16 GA.

RECOMMENDED PANEL OPENING

PANEL CUTOUT

Cat. No. 26720 Series
For GX23 and GX23-2 
Lamp Base
Lampholders for 13-watt 
lamps are color-coded  black.
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C O M PA C T  F L U O R E S C E N T

COLOR-CODED COMPACT 
FLUORESCENT LAMPHOLDERS (CFL’s)
G23/G23-2 Base

B17For answers to technical questions, call Leviton’s Techline at  1-800-824-3005 .....Building A Connected World
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Leviton Mounting Lamp Philips Osram GE Panasonic
Cat. No. Base SYLVANIA

26719-100 Horizontal snap-in G23, G23-2

26719-200 Horizontal screw-down G23, G23-2

26719-300 Vertical top snap-in G23

26719-400 Vertical screw-down G23, G23-2

26719-500 Vertical bottom snap-in, G23, G23-2
for 16 Ga. panels

PL-S DULUX S BIAX FDS
5W, 7W, 9W 5W, 7W, 9W 5W, 7W, 9W 9W

DULUX D, DOUBLE
9W BIAX                              

9W

Cat. No. 26719 Series
For G23 and G23-2 
Lamp Base
Lampholders for 5-watt, 
7-watt and 9-watt lamps 
are color-coded  white.

NOTE: Lamp names are trademarked by manufacturers.

Cat. No. 26719-100

Cat. No. 26719-300

Cat. No. 26719-200

Cat. No. 26719-400 Cat. No. 26719-500

1.01 (25.7)

0.77-0.79
(19.6-20.1)

0.88 (22.4)

0.39 (9.9)

0.39 (9.9)

1.58 (40.1)

0.68 (17.3)

0.69
(17.5)

0.13
(3.3)

1.01 (25.7)

0.88 (22.4)

1.23
(31.2)

1.40 (35.6)

0.68 (17.3)

0.69
(17.5)

1.28 (32.5)1.16 (29.5)

0.95 (24.1)0.41 (10.4)

0.17 (4.3)

0.91
(23.1)

0.34
(8.6)

0.41
(10.4)

0.56
(14.2)

1.39 (35.3)

0.22
(5.6)R

0.87
(22.1)

1.22
(31.0)

1.22
(31.0)

1.23 (31.2)

0.13 (3.3)

0.22 (5.6)

1.33
(33.8)

1.20
(30.5)

1.40 (35.6)

0.68 (17.3)

1.09 (27.7)

1.20
(30.5)

BASE

0.22 (5.6)

0.81
(20.6)

0.19
(4.8)

ÿ

1.40-1.415
(35.6-35.9)

1.00 (25.4)

0.27 (6.9)

1.58 (40.1)

1.58 (40.1)

1.58 (40.1)

1.58 (40.1)
1.09 (27.7)

1.40
(35.6)

BASE

0.22 (5.6)

1.40-1.415
(35.6-35.9)

0.27 (6.9)

1.20
(30.5)

RECOMMENDED PANEL CUTOUT
NOTE: PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

RECOMMENDED PANEL THICKNESS
0.023-0.039 (0.58-0.99) MAX INCLUDING PAINT

NOTE: 
PUNCH PANEL FROM THE DIRECTION
OF LAMPHOLDER INSERTION

NOTE:
SMALL MOUNTING HOLES
FOR SELF THREADING #4 SCREW.
LARGE MOUNTING HOLES
FOR #8 SCREW

PANEL CUTOUT

NOTE: 
PUNCH PANEL FROM THE
DIRECTION OF LAMPHOLDER
INSERTION 

RECOMMENDED MOUNTING
SELF-THREADING #8 SCREW

RECOMMENDED PANEL OPENING

NOTE:
PUNCH PANEL FROM THE 
DIRECTION OF LAMPHOLDER
INSERTION 

RECOMMENDED
PANEL THICKNESS 16 GA.

RECOMMENDED PANEL OPENING

0.390 (9.91)

1.
45

0 
M

IN
 (

36
.8

)

0.
77

-0
.7

9
(1

9.
6-

20
.1
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-0
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(1
9.

6-
20

.1
)

1.
45

0 
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.8

)

RECOMMENDED PANEL THICKNESS
0.023-0.039(0.58-0.99) MAX INCLUDING PAINT

RECOMMENDED POSITIONING
FOR DUAL LAMPHOLDER
DESIGN WITH CAT. NOS.
26719-100 AND 26720-100
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C O M PA C T  F L U O R E S C E N T

LONG TWIN TUBE LAMPHOLDERS
Low Profile Size
2G11 Base
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Long Twin Tube Lampholders 
with 2G11 Base
Low Profile Size

Available in Horizontal Snap-In, Vertical Snap-In and Horizontal Screw-Mount versions.
The Vertical Snap-In wireways allow wires to be routed on the top or bottom side of the
panel for easier assembly of many popular fixture designs. All models allow a choice of 
bottom or back mounting in fixture panels and provide multiple wiring options to reduce 
fixture assembly time. The 2G11 lampholders provide multiple wiring ports for multiple lamp
applications. Each lampholder features a metal-spring lamp retainer clip with a superior grip
that holds the lamp in place.

Standard pack: bulk

Cat. No. 13453: Vertical Snap-In Mounting. Wireway allows routing on either top or 
bottom of mounting panel. Side push-in wiring.

Cat. No. 13454: Horizontal Snap-In Mounting. Bottom push-in wiring.
Cat. No. 13455: Horizontal Screw-Mount. Bottom push-in wiring.

Lampholder with Internal Shunt Connection

Specially designed for use with electronic ballasts. Provides easier fixture assembly 
by eliminating need for jumper-wire. Back of lampholder marked “SHUNTED.”

Cat. No. 23453: Vertical Snap-In Mounting. Wireway allows wire routing on either 
top or bottom of mounting panel. Side push-in wiring.

Cat. No. 23454: Horizontal Snap-In Mounting. Bottom push-in wiring.
Cat. No. 23455: Horizontal Screw-Mount. Bottom push-in wiring.

• 660W-600V  • UL Listed E-5833 • CSA Certified LR-1863 • NOM Certified 057
• IEC Pending

SUGGESTED PANEL CUTOUT
PANEL-THICKNESS

.023-.039 (0.58-0.99) MAX.
INCLUDING PAINT

0.
52

4
(1

3.
31

)
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13454, 23454
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0.
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(13.2)

1.
94

 (
49

.3
)

0.
02

3-
0.

04
0

(0
.5

8-
1.

02
)

1.
00

 (
25

.4
)

0.52
(13.2)

0.
02

3-
0.

04
0
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0.26 (6.6)

n
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14
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1)

1.90 (48.3)

0.95 (24.1)

13454, 23454 2345413454

0.
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 (
7.

6)

Cat. Nos. 13453, 23453 Cat. Nos. 13454, 23454

Vertical Snap-In Horizontal Snap-In

Ø
 0

.1
46

 (
3.

71
)

Ø 0.174 (4.42)

0.96 (24.4)

0.
94

 (
23

.9
)

0.80 (20.3)

0.20
(5.1)

0.20
(5.1)

1.87 (47.5)

0.95 (24.1)

1.
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.3
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0.
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0.
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.5
)
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R0.078 (1.98)

1.35 (34.3)

13455, 23455 13455 23455
Cat. Nos. 13455, 23455

Horizontal Screw-Mount

Cat. No. 13454
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C O M PA C T  F L U O R E S C E N T

LAMP SUPPORT CLIPS
2G11 Base
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0.43 (10.9)

0.
62

 (1
5.

7)
0.

17
 

0.43 (10.9)

0.20 (5.1)

PANEL THICKNESS
.023-.039 (0.58-0.99) MAX.
INCLUDING PAINT

Ø0.218 (5.54)

SUGGESTED PANEL CUTOUT
FOR LAMP SUPPORT CLIPS

Cat. No. 23452-V

METAL CLIP

PLASTIC SUPPORT

0.
69

 (
17

.5
)

1.
31

 (
33

.3
)

0.56 (14.2)

0.
83

 (
21

.0
)

1.
45

 (
36

.8
)

Cat. Nos. 23452-MTS, 23452-MTL

Cat. No. 23452-H

Cat. No. 23452-MTS Cat. No. 23452-MTL

Horizontal Lamp Support Clip, Short Horizontal Lamp Support Clip,Tall

Vertical Lamp Support Clip

0.78 (19.8)

1.
12

 (2
8.

4)

0.
83

 (2
1.

1)

0.
17

 (4
.3

)

0.43 (10.9)

RO.37(9.4)

0.20 (5.1)

0.65 (16.5)

Horizontal Lamp Support Clip

Plastic and Stainless Steel 
Lamp Support Clips
Leviton offers a selection of lamp support clips for 2G11 lampholders. Clips are
available in UV stable clear polycarbonate for horizontal or vertical mounting or in
stainless steel with UV stable clear polycarbonate base for horizontal mounting
only.The stainless steel clip is offered in short and tall versions.

Standard pack: bulk

Cat. No. 23452-V: Clear Vertical Lamp Support Clip*
Cat. No. 23452-H: Clear Horizontal Lamp Support Clip*
Cat. No. 23452-MTS: Stainless Steel Horizontal Lamp Support Clip, Short Version
Cat. No. 23452-MTL: Stainless Steel Horizontal Lamp Support Clip, Tall Version

* NOTE: Leviton strongly recommends replacing support clips 23452-V and 
23452-H during lamp replacement.

Cat. No. 23452-H Cat. No. 23452-V

Cat. No. 23452-MTS Cat. No. 23452-MTL
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C O M PA C T  F L U O R E S C E N T

4-PIN LONG TWIN TUBE 
LAMPHOLDERS
2G11 Base
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Long Twin Tube Lampholders 
with 2G11 Base
Use with all long Twin Tube fluorescent lamps with 2G11 base. Molded in white thermosetting
urea. Copper alloy, double-edge contacts with new easy to install design.Terminals are push-in
wire type, and accept No. 18 AWG wire, either solid, solder-dipped, or twisted-tinned-and-fused,
stripped 3/8".

Cat. No. 13452

• 660W-600V • UL Listed E-5833 • CSA Certified LR-1863 • NOM Certified 057

Plastic Lamp Support Clips 

The two types of lamp support brackets pictured are available as separate catalog numbers.
Cat. No. 23452-A for snap-in mounting and Cat. No. 23452-B for screw-down mounting.

Cat. Nos. 23452-A & 23452-B

NOTE: Leviton strongly recommends replacing support clips 23452-A and 23452-B  
during lamp replacement.

Cat. No. 13452
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SUGGESTED PANEL CUTOUT
PANEL THICKNESS

.023 - .039 (0.58 - 0.99) MAX.
INCLUDING PAINT

1.46 (37.1)

1.46 (37.1)

1.22 (31.0)
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Cat. No. 13452

Cat. No. 23452-A: Plastic Lamp Support Clips

Cat. No. 23452-B: Plastic Lamp Support Clips
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MEDIUM BASE LAMPHOLDERS 
Pulse Rated • EX26 Base
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Pulse Rated Lampholders Designed
for Open-Fixture Medium-Base Lamps 
HID and Incandescent Applications
Cat. Nos. 70051 & 70052 Series
For use in down-light applications with the G.E. MXR 32W metal halide lamp. Glazed porcelain body 
with special extended design conforms to UL requirements for the live screw shell.White glazed porcelain
body. Copper alloy, nickel-plated screw shell. Copper alloy nickel-plated center contact with leaf spring
under contact. Standard leads are No. 18 AWG (1 Red, 1 Blue) UL Style 3303, 150°C 1000V wire, 28"
long, stripped 1/2". Complies with NFPA 70-2005 requirements for open-rated fixtures.

Patent Numbers: 5,683,271; 5,967,847

Standard pack: bulk

Cat. Nos. 70051-100 & 70052-100 Series
For use with open-fixture medium base lamps. Special extended body design. Leads are 
No. 18 AWG (1 black, 1 white) 200°C 600V SEW-2 (SF-2) wire, 9" long, stripped 1/2".

Standard pack: bulk

Cat. Nos. 70051 & 70051-100 Series

• 660W-600V • 4 KV Pulse Rated • UL Recognized Component E-3810
• NOM Certified 057

Cat. Nos. 70052 & 70052-100 Series

• 660W-600V • 4 KV Pulse Rated • UL Listed E-3810 • NOM Certified 057

Cat. No. Cat. No. Cat. No. Cat. No. With Screw Shell With Lamp Grip Less Leaf Spring
Bushing Screw Bushing Screw Reinforcing Screw Shell Under Center
Mount Mount Mount Mount Washers Contact

70051-000 70052-000 70051-100 70052-100 — — —

70051-001 70052-001 70051-101 70052-101 X — —

70051-002 70052-002 70051-102 70052-102 — X —

70051-003 70052-003 70051-103 70052-103 X X —

70051-010 70052-010 70051-110 70052-110 — — X

70051-011 70052-011 70051-111 70052-111 X — X

70051-012 70052-012 70051-112 70052-112 — X X

70051-013 70052-013 70051-113 70052-113 X X X

70051

660W
600V

BRASS NICKEL
PLATED
SCREW SHELL

GLAZED PORCELAIN
BODY & STAMP

(2) #6-32
MOUNTING
BUSHINGS

0.75   0.031 (19.1   0.8)
DEPRESSED
CENTER CONTACT

2.28   0.031
(57.9   0.8)

Ø
 1

.7
0 

(4
3.

2)

0.84(21.3)

28.0 (7.1)

0.5 (12.7)

+–

+– +–

+–

Cat. No. 70051

(2) #6-32
MOUNTING
SCREWS

BLUE LEAD
TO SCREW
SHELL

RED LEAD
TO CENTER
CONTACT

0.75   0.031 (19.1   0.8)
TO DEPRESSED
CENTER CONTACT 

Ø
 1

.7
0 

(4
3.

2)
 

0.25 (6.4) 

2.28   0.031
(57.9   0.8) 

0.84(21.3)

BRASS NICKEL
PLATED
SCREW SHELL +–

+– +–

+–

Cat. No. 70052
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H I D  •  I N C A N D E S C E N T

MEDIUM BASE LAMPHOLDERS
Pulse Rated • E26 Base

5 KV Pulse Rated 
Medium Base Lampholder 
with Quick-Connect Tabs
Designed for Multiple Incandescent and HID Applications
Leviton’s porcelain medium base lampholder accepts a wide range of incandescent and HID
medium base lamps, including mercury vapor, metal halide and high pressure sodium lamps.
The Cat. No. 70048-500 is 5 KV pulse rated and features quick-connect tabs for fast, easy fix-
ture wiring. The versatile lampholder helps consolidate your medium base lampholder inventory
and reduce assembly time. Made from the highest-quality porcelain with a brass nickel-plated
screw shell.

Applications include indoor lighting for retail, commercial and industrial facilities, parking lots and
garages, outdoor stairways and pathways, recreational facilities and any commercial application
where medium base incandescent or HID lighting is used.

Standard pack: bulk

Cat. Nos. 70047-500 & 70048-500

• 660W-600V • 5 KV Pulse Rated • UL Listed E-3810 • CSA Certified LR-1863

Cat. No. Description

70047-500 Medium Base Lampholder with wireways. (2) 0.187" wide x 0.020"
thick quick-connect tabs and (2) #6-32 mounting bushings.

70048-500 Same as above, with (2) #6-32 mounting screws.

70048-500

BRASS, NICKEL PLATED    
SCREW SHELL  

(2) 0.18 (4.8) x 0.02 (0.5)
THICK QUICK-CONNECT TABS

Ø
 1

.4
8 

(3
7.

7)

0.25 (6.4)

0.84 (2
1.4)

BOTH LEADS MUST
EXIT THIS WIREWAY    

(2) #6-32
MOUNTING SCREWS

1.95 (49.6)

0.99 (25.1)
DEPRESSED CENTER CONTACT

Cat. No. 70048-500 Series

E S C E N T
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H I D  •  I N C A N D E S C E N T

MEDIUM BASE LAMPHOLDERS 
Pulse Rated
E26 Base

Cat. No. Cat. No. With Screw Shell With Lamp Grip Less Leaf Spring
Bushing Screw Reinforcing Screw Shell Under Center
Mount Mount Washers Contact

70045-000 70046-000 — — —

70045-001 70046-001 X — —

70045-002 70046-002 — X —

70045-003 70046-003 X X —

70045-010 70046-010 — — X

70045-011 70046-011 X — X

70045-012 70046-012 — X X

70045-013 70046-013 X X X

Snap-In Mounting
White unglazed porcelain body. Copper alloy screw shell.

Standard pack: bulk

Cat. Nos. 18875, 18876 & 18877

• 660W-600V • 4 KV Pulse Rated • UL Listed E-3810 • CSA Certified LR-1863

NOTE: Cat. Nos. 70045-500 and 70046-500 available. Same as Nos. 70045 and 70046, except 
5 KV pulse-rated. UL Recognized Components.

NOTE: Cat. No. 18876-500 lampholder available. 5 KV pulse rated for use with Philips
White Son metal halide lamps. UL Recognized Component.

18877

0.84 (21.4)

(2) #6-32 MOUNTING
BUSHINGS (70045)

(2) #6-32 MOUNTING
SCREWS (70046)

(2) #6-32
MOUNTING
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0.25 (6.4)
1.69 (42.9)
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SUGGESTED PANEL OPENING
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0.
34

3 
(8

.7
1)

Ø
 1

.4
06

(3
5.

71
) 

M
IN

.

+–

Cat. No. 18876Cat. No. 70045/70046

4 KV Pulse Rated Medium Base
Porcelain Lampholders 
HID & Incandescent Applications
White glazed porcelain body, copper alloy nickel-plated screw shell. Copper alloy nickel-plated
center contact with leaf spring under contact. Standard leads: (1 black, 1 white) No. 18 ga. 200°C
600V SEW-2 (SF-2), 9" long, stripped 1/2".

Standard pack: bulk

Cat. Nos. 70045 & 70046 Series

• 660W-600V • 4 KV Pulse Rated • UL Listed E-3810 (70046 Series)
• UL Recognized Component E-3810 (70045 Series)
• CSA Certified LR-1863 • NOM Certified 05770045

Cat. No. Terminations

18875 Screw terminals

18876 Standard leads No. 18 ga.
200°C 600V SEW-2 (SF-2), 
9" long, stripped 1/2"

18877 1/4" wide quick-connect tabs

C-700 Sec.D mech.Final  9/16/05  10:46 AM  Page 12



H I D

LOW PRESSURE SODIUM
LAMPHOLDERS/CAPS
BY22d Base

D13

Cat. No. Description Tapped Hole Tabs

X-6590 Mogul cap 1/4 IPS Yes
X-6591 Mogul cap 3/8 IPS Yes
X-6592 Mogul cap 1/2 IPS Yes

X-29348 Mogul cap 1/4 IPS No
X-29349 Mogul cap 3/8 IPS No
X-29350 Mogul cap 1/2 IPS No

For use with X-6590 Series For use with X-29348 Series

8694 8746
8746-002
8756-002

Low Pressure Sodium 
Porcelain Lampholder 
Single-End Bayonet Base 
For indoor or outdoor applications. Not for residential use. Porcelain body white glazed. Bayonet
base. Copper alloy nickel-plated contacts.Two leads, No. 16 AWG 150°C glass braided silicone
rubber,  rated at 1000V, 9" long, stripped 1/2".

Standard pack: bulk

Cat. No. 8806

• 660W-1000V • UL Listed E-5833

Die-Cast Mogul Caps
Caps are threaded as listed. Furnished with insulator. Mounting holes are 
tapped #8-32 on 1-3/8" centers. For use with mogul sockets designated in chart.

8806

2.25±0.03 (57.2±0.8)

Ø 0.203 (5.16)

1.75±0.02 (44.5±0.5)

0.
18

8 
(4

.7
6)

0.
56

(1
4.

3)1.
38

 (
34

.9
)

1.
63

±0
.0

3 
(4

1.
3)

1.
63

±0
.0

5 
(4

1.
3±

1.
2)

LEADS CAN BE BENT AS
SHOWN TO PASS THRU
OPENING IN PANEL 
UNDER SOCKET

1.94 (49.2)

0.
56

 (
14

.3
)

0.
28

 (
7.

1)

#8-40 SET
SCREW

1/4-18
STRAIGHT
PIPE THD.

Cat. No. 8806 Cat. No. X-6590

X-29350

For answers to technical questions, call Leviton’s Techline at  1-800-824-3005 .....Building A Connected World
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PAR CONNECTORS
G16d Base

D14 To learn more about Leviton’s outstanding offering of devices, visit our Website at:  www.leviton.com ....Building A Connected World

Mogul Base
For Par 56 & 64 lamps (Mogul end prong base)
4 KV and 5 KV versions
White, unglazed porcelain body. Heavy-duty, copper-alloy, nickel-plated contacts. Standard leads
18" long, stripped 3/4". Other wire lead types and lengths available.

Standard pack: bulk 

Cat. No. 357 Series

• UL Listed E-13405 • CSA Certified LR-5863

1000W-125V 4 KV Pulse Rated 5 KV Pulse Rated Description
Cat. No. 1500W-600V 1500W-600V

Cat. No. Cat. No.

357-009 357-409 357-509 No. 14 Ga. SEW-2 200°C Leads

357-007 357-407 357-507 No. 16 Ga. SEW-2 200°C Leads

357

2.16 (54.8)

2.44 (62.0)

1.92 (48.8)
FINGER GRIP CAVITY

0.27 (6.7) SQ.
HOLE THRU
BOTH SIDES

0.66 (16.7)

1.
22

 (
31

.0
)

1.
38

 (
34

.9
)

0.
5 

(1
2.

7)

0.
44

 (
11

.1
) 

R
E

C
E

S
S

0.
34

 (
8.

7)

0.
91

 (
23

.0
)

2.16 (54.8)

2.44 (62.0)

1.92 (48.8)

0.27 (6.7) SQ.
HOLE THRU
BOTH SIDES

1.25 (31.8)

0.
34

 (
8.

72
)

0.66 (16.7)

0.
91

 (
23

.0
)

1.
22

 (
31

.0
)

1.
47

 (
37

.3
)

0.
5 

(1
2.

7)

Cat. Nos. 357-009, 357-007 Cat. Nos. 357-409, 357-407, 357-509, 357-507
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E 5

MEDIUM BASE LAMPHOLDERS
Phenolic • Porcelain
Medium Base E26

Medium Base Lampholders
Style AP sockets feature recessed wire terminals to comply with
the accessibility probe requirement of UL Standard 1598

Cat. No. 2052: Style AP

Phenolic body. Overall height 1 1/2", diameter 1 1/4".

Standard screw shell is aluminum. Available with screw shell of copper alloy or copper alloy nickel
plate. Standard leads are No. 18 AWG 105°C AWM-TEW plastic insulated wire, 6" long, stripped
3/4". Leads are lugged to socket. If required, available with green grounding lead or bare copper
lead assembled to bracket.

Standard pack: bulk

Cat. No. 8052: Style AP

Unglazed porcelain body. Overall body height 1 1/2", diameter 1 3/8".

Standard screw shell is aluminum. Available with screw shell of copper alloy or copper alloy nickel
plate. Standard leads are No. 18 AWG 105°C AWM-TEW plastic insulated wire, 6" long, stripped
3/4". Leads are lugged to socket. If required, available with green grounding lead or bare copper
lead assembled to bracket.

Standard pack: bulk

• 660W-250V • UL Listed E-3810 • CSA Certified LR-1863 • NOM Certified 057

Brackets shown on pages E6–E8.

Add bracket number to catalog number. Example: 2052-008.

2052-008

8052-008

For answers to technical questions, call Leviton’s Techline at  1-800-824-3005 .....Building A Connected World
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Cat. No. 2052-008 Cat. No. 8052-008

1.
88

 (
47

.8
)

1.
52

 (
38

.6
)

1.27 (32.3)

AP STYLE BODY

1/8-27 THREAD

1.
83

 (
46

.5
)

1.
49

 (
37

.8
)

1.38 (35.1)

AP STYLE BODY

1/8-27 THREAD
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KEYLESS FIXTURE LAMPHOLDERS
Porcelain 
Medium Base E26

E 4 To learn more about Leviton’s outstanding offering of devices, visit our Website at:  www.leviton.com ....Building A Connected World

Ø 1.38 (34.9)

0.
08

 (
2.

0)

1.
52

 (
 3

8.
5)

Ø 1.52 (38.5)

0.
11

 (
2.

8)

1.
50

 (
 3

8.
1)

Cat. No. 8152Cat. No. 3152

3152

8152

Porcelain Keyless Fixture
Lampholders
Cat. No. 3152: Unglazed porcelain body with wireways.
Aluminum screw shell. Screw terminals backed out and staked.
Insulating cover available on request.

Standard pack: bulk

• 660W-250V • UL Listed E-3810 • CSA Certified LR-1863 • NOM Certified 057

Cat. No. 3154: Same as 3152, but with quick-connect tabs.

Standard pack: bulk

• 660W-250V • UL Listed E-3810 • CSA Certified LR-1863 • NOM Certified 057

Cat. No. 8152: Unglazed white porcelain body with wireways,
black glazed flange at lamp end. Copper-alloy screw shell.
Standard leads are No. 18 ga. 105° C AWM-TEW plastic 
insulated wire, 9" long, stripped 3/4".

Standard pack: bulk

• 660W-250V • UL Listed E-3810 • CSA Certified LR-1863 • NOM Certified 057

Brackets shown on pages E6-E8.

C-700 OEM Sect. E.Final  9/14/05  10:40 AM  Page 4
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E 6 To learn more about Leviton’s outstanding offering of devices, visit our Website at:  www.leviton.com ....Building A Connected World

Type B-1 Up Brackets

Type B-1 Down Brackets

Dash No. L B D

004 59/64 5/16 3/16
(23.42) (7.94) (4.76)

007 29/32 5/16 3/16
(23.02) (7.94) (4.76)

Dash No. L B D

237 1-21/64 39/64 9/64
(33.73) (15.48) (3.57)

286 1 11/16 #8-32
(25.4) (17.46)

B

DL

B

D
L

BRACKETS
Use With #2052 • 8052 • 3352 • 3152 • 8152

Type A-1 Brackets

Type A-5 Down Brackets

Dash No. B D

008 17/32 (13.49) 1/8-27

031 3/4 (19.05) 1/8-27

032 1 (25.4) 1/8-27

849 1-1/8 (28.58) 1/4-18

009 1-1/2 (38.1) 1/8-27

Dash No. L B D

440 1-5/64 11/32 1/8-27
(27.38) (8.73)

756 1-1/4 11/32 1/8-27
(31.75) (8.73)

D

B

D

B

L

2052-032 with BA-16351 cover, Type A-1 bracket

Bracket Ordering Information
Leviton has a comprehensive selection of brackets for use with
Catalog Numbers 2052, 8052, 3352, 3152 and 8152 medium
base lampholders.To order, add bracket number to catalog
number. Example: 2052-032.

C-700 OEM Sect. E.Final  9/14/05  10:40 AM  Page 6
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E 7For answers to technical questions, call Leviton’s Techline at  1-800-824-3005 .....Building A Connected World
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BRACKETS
Use With #2052 • 8052 • 3352 • 3152 • 8152 

Type B-4 Up Bracket

Type B-6 Down Bracket

Dash No. L B D A

984 13/16 1/4 9/64 1/4
(20.64) (6.35) (3.57) (6.35)

Dash No. L B D

A33 1-1/32 1-5/64 1/4
(26.19) (27.38) (6.35)

B

D (2 HOLES)L

A

B

D

L

Type C-9

Dash No. A B D Z

253 3/8 1-47/64 5/32 104°
(9.53) (44.05) (3.97)

B

A

Z°

D

Type C-1 Up Brackets

Type C-1 Down Brackets

Type C-3 Up Brackets

Dash No. L B D

00F 43/64 9/32 13/64
(17.07) (7.14) (5.16)

Dash No. L B D

108 1-15/64 21/64 1/8
(31.35) (8.33) (3.18)

Dash No. L B D M x N

001 45/64 3/16 7/8 11/64 x 11/16
(17.86) (4.76) (22.23) (4.37 x 17.46)

B

D

L

B

D
L

L

B D
N

M

OPEN SLOT

To order, add bracket number to catalog number. Example 2052-032.
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Type E-1 Brackets

Dash No. B C D

870 17/32 (13.49) 1/4 (6.35) 1/8-27 ROUND

201 17/32 (13.49) 21/64 (8.33) 1/8-27 ROUND

400 17/32 (13.49) 21/64 (8.33) 1/8-27 FLAT

933 17/32 (13.49) 21/64 (8.33) 1/8-27 FLAT

A28 17/32 (13.49) 13/32 (10.32) 1/8-27 FLAT

799 1 (25.4) 7/32 (5.56) 1/8-27 ROUND

823 17/32 (13.49) 21/64 (8.33) 1/8-27 ROUND

852 1 (25.4) 1/4 (6.35) 1/8-27 FLAT

D

C

B

BRACKETS
Use With #2052 • 8052 • 3352 • 3152 • 8152

Type E-3 Brackets

Dash No. L B C D

171 1-37/64 13/32 21/64 1/8-27 Round
(40.08) (10.32) (8.33)

C

B

D
L

0.09

Type D-1 Brackets

Type D-3 Bracket

Dash No. L B D

A31 7/8 3/64 #6-32
(22.23) (1.19)

Dash No. L B M x N

013 1-7/64 3/64 3/16 x 3/8
(28.18) (1.19) (4.76 x 9.53)

B

DL

(SLOTTED HOLE)

B

N M

L

To order, add bracket number to catalog number. Example 2052-032.
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Snap-In
Lampholders
Style AP Sockets feature
recessed wire terminals to
comply with the accessibility
probe requirement of 
UL Standard 1598

Cat. No. 2054-D: Style AP

Phenolic body. 1 1/2" overall height. 1 1/4"
diameter. Aluminum screw shell (copper alloy
available on request). Standard leads are No.
18 AWG 105˚C AWM-TEW plastic insulated
wire, 6" long, stripped 3/4". Grounding lead
available on request.

Standard pack: bulk

• 660W-250V • UL Listed E-3810
• CSA Certified LR-1863  
• NOM Certified 057

Cat. No. 8054-F: Style AP

Unglazed porcelain body. 1 1/2" overall
height. 1 3/8" diameter. Aluminum screw shell
(copper alloy available on request). Standard
leads are No. 18 AWG 105˚C AWM-TEW
plastic insulated wire, 6" long, stripped 3/4".
Grounding lead available on request.

Standard pack: bulk

Add clip suffix to basic catalog number.To
reverse direction of type A, B, C or G clips,
add - 1 in front of letter designation.

NOTE: Dimensions are nominal. Copper-
alloy, nickel plated screw shell available.

• 660W-250V • UL Listed E-3810
• CSA Certified LR-1863
• NOM Certified 057

2054-D 8054-F

0.395 (10.03)

0.
28

1
(7

.1
4)

15o 0.
75

(1
9.

1)

-F

1.
38

(3
4.

9)

-A

-D

10o

1.
38

 (
34

.9
)

10o

1.
94

 (
49

.2
)

-H

0.
94

(2
3.

8)

-B

15o 0.
94

(2
3.

8)

-E

25o 0.
81

(2
0.

6)

-J

1.
94

 (
49

.2
)

-C

0.
33

(8
.3

)

-G

SUGGESTED PANEL
OPENING

PANEL THICKNESS
.015"–.031"

I N C A N D E S C E N T

E 9For answers to technical questions, call Leviton’s Techline at  1-800-824-3005 .....Building A Connected World
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SNAP-IN LAMPHOLDERS
Porcelain • Phenolic
Medium Base E26
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KEYLESS FIXTURE LAMPHOLDERS
Porcelain 
Medium Base E26

10045-100

10045

Cat. No. Description A Dim. B Dim.

10045 1/8-27 cap 1 11/16 (42.86) 2 1/16 (52.39)

10046 1/4-18 cap 1 11/16 (42.86) 2 3/16 (55.56)

10049 3/8-18 cap 1 11/16 (42.86) 2 3/16 (55.56)

10051† 1/2-14 cap 1 11/16 (42.86) 2 13/32 (61.12)

10045-100† Unglazed porcelain 1 11/16 (42.86) 2 9/16 (65.09)
BA-23554 1/8-27 phenolic cap,
AL/SS. One screw mounting.

Straight Body with 
Screw Terminals
White glazed porcelain body. Body, die cast cap and insulating washer come unassembled.
Screws are tightened from inside of socket. Screw shell is nickel-plated copper alloy.

• 660W-250V • UL Listed E-3810 • CSA Certified LR-1863 • NOM Certified 057

†Not CSA

NOTE: For cap descriptions see page E16.

0.03 (0.8)
INSULATING
WASHER

Ø 1.50 (38.1)

A
B

Cat. No. 10045
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KEYLESS FIXTURE LAMPHOLDERS AND CAPS
Porcelain
Medium Base E26

E 16 To learn more about Leviton’s outstanding offering of devices, visit our Website at:  www.leviton.com ....Building A Connected World

Beaded Body, Screw Terminals
White glazed porcelain beaded body used for 1 1/2" clamp-type shade holder. Body, die cast 1/8-
27 cap and insulating washer come unassembled. Screws are tightened from inside of socket.
Screw shell is nickel-plated copper alloy.

Cat. No. 10065

• 660W-250V • UL Listed E-3810 • NOM Certified 057 • CSA Certified LR-1863

10065

0.03 (0.8)
GASKET

Ø 1.63 (41.3)

2.
13

 (
54

.0
)

Ø 1.50 (38.1)

1.
69

 (
42

.9
)

0.
25

 (
6.

4)

Cat. No. 10065

Caps

1/8 IPS 1/8 IPS 1/4 IPS
Light Duty Heavy Duty Metal Cap
Metal Cap Metal Cap
X-3347 X-2740 X-12312

3/8 IPS 1/2 IPS 1/8 IPS
Metal Cap Metal Cap Phenolic Cap
X-1412 X-14274 available w/ss

BA-23554

Ø 1.38 (34.9)

0.
38

 (
9.

5)

Ø 1.5 (38.1)

0.
5 

(2
.7

)

Ø 1.5 (38.1)

0.
5 

(2
.7

)

Ø 1.5 (38.1)

0.
5 

(2
.7

)

Ø 1.5 (38.1)

0.
73

 (
18

.6
)

Ø 1.47 (37.3)

0.
88

 (
22

.2
)

1/8 IPS
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E 17

KEYLESS FIXTURE LAMPHOLDERS
Porcelain 
Medium Base E26

With Screw Terminals
White glazed porcelain body. Nickel plated copper alloy screw shell. Captive mounting screws.
Insulating washer has 11/32" hole. Fits all standard caps.

Standard pack: bulk

• 660W-250V • UL Listed E-3810 • CSA Certified LR-1863 • NOM Certified 057

*UL Recognized Component

With Screw Terminals/Wireways
White glazed porcelain body. Nickel plated copper alloy screw shell.Two opposite wireways 
(3/8" x 3/16" deep). Furnished with insulating washer (no hole). Fits all standard caps.

Standard pack: bulk

• 660W-250V • UL Listed E-3810 • CSA Certified LR-1863 • NOM Certified 057

*UL Recognized Component

Cat. No. Description Screw Shell Mounting A Dim.

10035 Spring Center Contact Reinforced Screws 1 1/2 (38.1) max.
with washers

10035-005* Spring Center Contact Reinforced Bushings 1 1/2 (38.1) max.
with washers tapped #6-32

(no screws)

Cat. No. Wireways Mounting

10045-004 2 Screws

10035-001* 2 Bushings tapped
#6-32 (no screws)

(2) #6-32
MOUNTING SCREWS

A

1.
69

 (
42

.9
)

0.
22

 (
5.

6)

0.84 (21.4)

(2) #6-32
MOUNTING SCREWS

Ø 1.50 (38.1)

1.
69

 (
42

.9
)

0.
19

 (
4.

8)

0.84 (21.4)

Cat. No. 10045-004Cat. No. 10035

Cat. No. 10089: White glazed porcelain body. Nickel-plated copper alloy screw shell.
Deep wiring wells. Body and die cast caps come unassembled.

Standard pack: bulk

• 660W-250V • UL Listed E-3810 • CSA Certified LR-1863 • NOM Certified 057

Cat. No. 20089: Same as above except rated 660W-600V

10089

10045-004

10035

NOTE: For cap descriptions see page E16.

0.03 (0.8)
INSULATING
WASHER

Ø 1.38 (34.9)

2.
13

 (
54

.0
)

1.
69

 (
42

.9
)

Cat. No. 10089

For answers to technical questions, call Leviton’s Techline at  1-800-824-3005 .....Building A Connected World
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KEYLESS FIXTURE LAMPHOLDERS
Porcelain 
Medium Base E26

Recessed Quick-Connect Tabs
Unglazed porcelain body with two wireways. Copper-alloy nickel-plated screw shell. Aluminum
screw shell optional. Recessed quick-connect tabs .205" x .032".

Standard pack: bulk

Cat. No. 70037

• 660W-250V
• UL Recognized Component

Cat. No. 70040

• 660W-660V • UL Listed E-3810 • NOM Certified 057

Heavy Duty Lampholder
Body and cap white glazed porcelain. Wiring terminals are in cap. Positive, one-way cap-to-body
fit. Copper alloy screw shell.The gasket supplied with this item is rated at 90˚C dry maximum.

Cat. No. 30

• 660W-250V • UL Listed E-3810 • NOM Certified 057

70037

30

10035-220

Cat. No. Mountings

10035-220* Bushings

10035-210 Screws

10035-200 Less screws or 
bushings

Cat. No. Mountings

70037 #6-32 captive nuts

70040 #6-32 captive screws

Opposite Wireways
White glazed porcelain body with wireways. Spring center contact. Insulated washer has no hole.
Standard leads are No. 18 AWG 105˚C AWM-TEW plastic insulated wire, 9" long, stripped 3/4".

Standard pack: bulk

• 660W-250V • UL Listed E-3810 • CSA Certified LR-1863 • NOM Certified 057

*CSA Certified LR-1863, UL Recognized Component

(2)
WIREWAYS

(2) #6-32 BUSHINGS
SPACED ON 
0.84 (21.4) CENTERS

1.
69

 (
42

.9
)

Ø 1.50 (38.1)

#6-32 MOUNTING SCREWS OR NUTS
SPACED ON 0.84 (21.4) CENTERS

0.205 x 0.032 (5.21 x 0.81)
QUICK CONNECT TABS

(2) WIREWAYS

Ø 1.50 (38.1)

1.
70

±0
.0

3 
(4

3.
3±

0.
8)

0.
19

 (
4.

8)

(2) #8-32 MOUNTING
  SCREWS

0.
19

 (
4.

8)
1.

63
 (

41
.3

)

2.
31

 (
58

.7
)

Ø 1.75 (44.5)

1.17
(29.8)

Cat. No. 30Cat. Nos. 70037 & 70040Cat. No. 10035-220
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0.
69

 (
17

.5
)

1.81 (46.0)

2.34 (59.5)

Ø
 1

.6
3 

(4
1.

3)

1.
42

 (
36

.1
)

EARS FITTED WITH
TAPPED #8-32 BUSHINGS

Two-Piece
Porcelain 
Ring-Type
Lampholders
Cat. No. 9350: Base and ring unglazed.
(Glazed rings available.) Screw terminals and
wireways. Screw shell is copper alloy unless
otherwise specified.

The gasket supplied with this item is rated at
90°C dry maximum.

Cat. No. 9350-003: Same as 9350, but with
quick-connect terminals.

Cat. No. 9840: Base unglazed. Ring unglazed (available glazed). Screw terminals and porcelain
protecting cap. Cap threads onto stud screw in base. Leads available to specification. Screw shell
is aluminum.The gasket supplied with this item is rated at 90°C dry maximum.

Suggested panel opening
For Cat. Nos. 9350, 9350-003 and 9840: 1 7/16" (36.51) dia. hole.

• 660W-250V • UL Listed E-3810 • CSA Certified LR-1863 • NOM Certified 057

9350 9840

0.67
(17.1)

1.39 (35.3)

Ø
 1

.7
5 

(4
4.

5)

(4) SLOTS0.03 (0.8) GASKET

0.67
(17.1)

1.
75

 (
44

.5
)

(4) SLOTS

0.03 (0.8) GASKET
THRU WIREWAYS

0.69
(17.5)

1.81 (46.0)

Cat. No. 9350 Cat. No. 9840

One-Piece
Porcelain unglazed body, except for glazed pilot. Required mounting hole 1-3/8" dia., maximum.
Screw shell: Nickel-plated copper alloy. Screw terminals with wireways at bottom. Bushings
tapped for (2) #8-32 screws. Mounting screws unassembled.

Standard pack: bulk

Cat. No. 9885

• 660W-600V • UL Listed E-3810 • CSA Certified LR-1863 • NOM Certified 057

9885

Cat. No. 9885

I N C A N D E S C E N T
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KEYLESS FIXTURE LAMPHOLDERS
Two-Piece • One-Piece • Porcelain
Medium Base E26
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10014-627
Double-Leg Hickey with 
Outside Extrusion 1/8-27
All 10014 Series lampholders feature the octagonal flange design,  
.765 (19.43) across flats.

• 75W-125V • UL Listed E-13400 • CSA Certified LR-1863

Adjustable Hickey

10014-800 Series Snap-In Mounting
10014-800 Double Spring Clip 10014-801 Spring Clip 10014-802 Spring Clip
Spring-tempered steel clip holds socket rigidly
in place. Height of socket from panel is 1".

I N C A N D E S C E N T

CANDELABRA LAMPHOLDERS
Phenolic • 10014 Series
E12 Base
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A

B

1.
82

 (
46

.2
)

1.22 (3
1.0)

0.
97

 (
24

.6
)

30o

1.
22

 (
31

.0
)

B

A

EYELET ACCOMMODATES #4-36 SCREW 
TO ASSEMBLE BRACKET

Cat. No. H Dim.

10014-627 3 3/16-4 3/8 (80.96-111.13)
H

Ø 1 INCH (25.4)

SUGGESTED
PANEL OPENING

PANEL THICKNESS
0.06 (1.6)

SUGGESTED
PANEL OPENING

PANEL THICKNESS
0.015-0.031 (0.38-0.79)

0.395 (10.03)

0.
28

1 
(7

.1
4) SUGGESTED

PANEL OPENING

PANEL THICKNESS
0.015-0.031 (0.38-0.79)

0.395 (10.03)

0.
28

1(
7.

14
)

Spring-tempered steel clip snaps into
panel and holds socket rigidly in place.

Spring-tempered steel clip snaps into
panel and holds socket rigidly in place.

10014-850 
No Bracket–Eyelet Only

For ordering information, see page I2.

0.765 (19.43)
ACROSS
FLATS

Cat. No. 10014-800

Cat. No. 10014-850

Cat. No. 10014-801 Cat. No. 10014-802
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CANDELABRA LAMPHOLDERS
Phenolic with Screw Terminals
E12 Base
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Cat. No. Extrusion H Dim.

10027 Outside 1 3/4 (44.45)

10025 Outside 2 3/32 (53.18)

10027-035 Outside 3 (76.2)

10027-037 Inside 2 9/16 (65.09)

10025-010 Inside 3 1/2 (88.9)

10025-007 Inside 3 7/8 (98.43)

10025-011 Inside 4 (101.6)

10025-008 Inside 4 1/16 (103.19)

10025

10025-007

10025 Series with Hickey
Phenolic body. 25/32" dia. over lining. Snap-on lining per UL Standard 1571. With #6-32, 3/8" dia.
binder head terminal screws.

Standard pack: bulk

• 75W-125V • UL Listed E-13400 • CSA Certified LR-1863

Two-Leg Solid Hickey

Two-Leg Adjustable Hickey One-Leg Solid Hickey

Cat. No. Extrusion H Dim.

10026 Outside 3 1/2-4 5/8 
(88.9-117.48)

10026-004 Inside 4 1/4-5 1/2 
(107.95-139.7)

Cat. No. H Dim.

10025-015 4 (101.6)

OVERALL HEIGHT
INCLUDING LINING

OUTSIDE EXTRUSION
1/8-27

INSIDE EXTRUSION
1/8-27

H H
H H

OUTSIDE EXTRUSION
1/8 -27

OVERALL HEIGHT
INCLUDING LINING

INSIDE EXTRUSION
1/8 -27

H

OVERALL HEIGHT
INCLUDING LINING

INSIDE EXTRUSION
1/8-27

C-700 OEM Sect. I.Final  9/16/05  11:08 AM  Page 6



20025 Series with Hickey 
Removable Screw Assembly
White unglazed porcelain body. Aluminum screw shell. Screw terminals. Snap-on lining per UL
Standard 1571 is UL approved for 170°C applications.

Standard pack: bulk

• 75W-125V • UL Listed E-13400

Surface Cleat Socket
White urea. Base 1 7/16 (36.51) O.D. Height 7/8 (22.23).Two mounting holes on 1 1/8 (28.58)
centers accept #4 screws. Aluminum screw shell.

Cat. No. 10028

• 75W-125V

I N C A N D E S C E N T

CANDELABRA LAMPHOLDERS
Porcelain with Screw Terminals
E12 Base
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20025

10028

Cat. No. Hickey Extrusion H Dimension

20025 Solid Outside 2 3/32 (53.18)

20025-001 Solid Outside 1 25/32 ( 45.24)

Ø
 0

.7
7 

(1
9.

4)

1.44 (36.5)

H

1.28 (32.5) 0.23 (6.0)

1/8-27 THD.

NO. 20025 SERIES WITH
TWO LEG SOLID HICKEY4-36 BINDING HEAD

SCREW, STAKED
& BACKED OUT

ASSEMBLED
LINING 4-36 REMOVABLE SCREW

CROSS SLOTTED HEAD

Ø
 0

.7
2 

(1
8.

2)

Cat. No. 20025
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Candelabra Sockets
With Outer Threaded Body
Molded plastic body with a special locking feature to prevent body halves from twisting out of alignment.
Standard leads are 4 1/2" No. 18 AWG 105˚C AWM-TEW plastic insulated wire with 3/4" stripping. Sockets 
can be supplied with various hickeys, brackets and lead lengths.They can also be supplied wired together in
harness sets.

Choice of brass or plastic finishing nuts (see following page).

Standard pack: bulk

Cat. Nos. 10032 & 10032-200

• 75W-125V • UL Listed E-13400 • CSA Certified LR-1863

Harness Sets
Cat. No. 31239: 500 of Cat. No. 10032 or Cat. No. 10032-200 sockets on a spool, prewired per customer 
center-to-center specifications. Choice of 18 ga. SPT-1 or 18 ga. 105˚C AWM-TEW plastic insulated wire.

To order, please specify:

1. Style of socket, 10032 or 10032-200.
2. Center-to-center distance between sockets (2" minimum).
3. Wire type and color.
4. Style of finishing nut.

NOTE: With #18-2 SPT-1, maximum
number of sockets per application is 16;
with #18 ga. 105°C AWM-TEW plastic
insulated wire, maximum number of
sockets per application is 10.

*Available with various hickeys and
brackets.

†Available in harness sets of two or
more sockets. Minimum center-to-
center distance is 2" (50.8).

I N C A N D E S C E N T

CANDELABRA SOCKETS
With Outer Threaded Body
E12 Base

I 8 To learn more about Leviton’s outstanding offering of devices, visit our Website at:  www.leviton.com ....Building A Connected World

10032

10032-200 Series*10032 Series*

Harness Sets† Harness Sets†

10032-200

13/16"-20 UNEF THREAD

10032 10032-200

Ø 0.72 (18.2) Ø 1.0 (25.4)

DIMENSIONS

0.
41

(1
0.

3)

0.
5 

(1
2.

7)

1.
22

 (
31

.0
)

SUGGESTED PANEL OPENING

ACROSS
FLATS

0.722 (18.34)
0.728 (18.49)

Ø
 0

.8
05

 (
20

.4
5)

0.
81

5 
(2

0.
7)
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CANDELABRA LAMPHOLDERS
Plastic • Klik-Snap™

E12 Base
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10032-210

Fast-Installation 
Klik-Snap Candelabra Lampholders 
for Lanced Panels
Snap-in design permits easy assembly of lampholders to fixture. Eliminates cost of riveting
bracket to panel. Standard leads are #18 ga. 105˚C AWM-TEW plastic insulated wire, 4 1/2" long,
stripped 1/2". Other wire specifications available.

Both types of externally threaded sockets available in harness sets of two or more sockets 
(minimum center-to-center distance is 2").

Cat. No. 10032-010: Plastic body.
Cat. No. 10032-210: Plastic body with flange.

• UL Listed E-13400 • CSA Certified LR-1863

NOTE: With #18-2 SPT-1, maximum number of sockets per application is 16; with #18 ga. 105˚C
AWM-TEW plastic insulated wire, maximum number of sockets per application is 10.

Finishing Nuts
Order Separately

Cat. No. X-25297: Flat Brass (Also available with nickel finish.)
Cat. No. X-25298: Shouldered Brass (Also available with nickel finish.)
Cat. No. BA-23569: Brown Molded Plastic 

10032-010 10032-210

Ø 0.72
(18.2) Ø 1.0 (25.4)

DIMENSIONS

0.
41

(1
0.

3)

0.
5

(1
2.

7)

1.
22

 (
31

.0
)

SUGGESTED PANEL OPENING
ACROSS
FLATS

0.722 (18.34)
0.728 (18.49)

Ø
 0

.8
05

 (
20

.4
5)

0.
81

5 
(2

0.
7)

0.33 (8.3)

SOCKET AND CLIP IN PANEL,
SLIDE CLIP INTO PANEL
LANCING AS SHOWN

13"
16

-20 UNEF.
       TH'D

1.
38

 (
34

.9
)

0.
32

8 
(8

.3
3)

0.
5 

(1
2.

7)

0.132 (3.35)

0.33
(8.3)

0.125 (3.18)

SOCKET-CL

SUGGESTED PANEL LANCING

0.031+0.003-.000
(0.79+.076-.000)FLAT BRASS

SHOULDERED BRASS

BROWN MOLDED PLASTIC

ÿ 0.94 (2 3.8)

X-25297

X-25298

BA-23569

0.
13

(3
.2

)
0.

23
(6

.0
)

Ø 1.0 (25.4)

Ø 1.13 (28.6)

0.
25

(6
.4

)

ORDER FINISHING NUTS SEPARATELY

X-25297

BA-23569

Cat. No. 10032-210
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ROTARY SWITCHES
Single Pole • ON-OFF 

90572

Non-Removable Plastic Knob
Compact switch with molded plastic body. Molded plastic knob. Aluminum bushing and knurl nut,
plain or brass finish. Steel lock nut. Standard leads (2 black) are No. 18 AWG 105°C AWM-TEW
plastic insulated wire, 6" long, stripped 1/2".

Standard pack: bulk

Cat. Nos. 90572: 6A-125V AC / 3A-250V AC
Cat. Nos. 90572-L Series: 1.5A-125V AC-L / 1A-250V AC / 3A-125V AC

• UL Recognized Component E-7458 • CSA Certified LR-3413 • NOM Certified 057

Other variations available upon request.

Non-Removable Metal Knob
Compact switch with molded plastic body. Aluminum bushing, knob and knurl nut, plain or brass
finish. Steel lock nut. Standard leads (2 black) are No. 18 AWG 105°C AWM-TEW plastic 
insulated wire, 6" long, stripped 1/2".

Standard pack: bulk 
If specially ordered less knobs, spindle is #4-36 x 3/16" (3/8" bushing) or #4-36 x 9/64" (5/8" bush-
ing). Spindles threaded #8-32 available on special request.

Cat. Nos. 90577: 6A-125V AC / 3A-250V AC
Cat. Nos. 90577-L Series: 1.5A-125V AC-L / 1A-250V AC / 3A-125V AC

• UL Recognized Component E-7458 • CSA Certified LR-3413 • NOM Certified 057

Cat. No. L-Rated Bushing Configuration X Y Knurl 
Cat. No. Thread Dimension Dimension Nut

90572-000 90572-L03 3/8-27 Round 11/32 11/32 KA
(8.73) (8.73)

90572-001 90572-L04 3/8-27 Round 7/16 1/4 KA
(11.11) (6.35)

90572-002 90572-L05 1/8-27 Flat-sided 11/32 11/32 KC
(8.73) (8.73)

Unassembled Non-Removable Unassembled Non-Removable Bushing Configuration X Knurl 
Knob Cat. No. Knob Cat. No. Knob Cat. No. Knob Cat. No. Thread Dimension Nut

90577-00L 90577-L10 90577-000 90577-010 3/8-27 Round 3/8 (9.53) KA

90577-L01 90577-L11 90577-001 90577-011 3/8-27 Flat-sided 3/8 (9.53) KA

90577-L02 90577-L12 90577-002 90577-012 1/8-IPS Flat-sided 3/8 (9.53) KC

90577-L03 90577-L13 90577-003 90577-013 3/8-27 Round 5/8 (15.88) KA

90577-L04 90577-L14 90577-004 90577-014 3/8-27 Flat-sided 5/8 (15.88) KA

90577-L05 90577-L15 90577-005 90577-015 1/8-IPS Flat-sided 5/8 (15.88) KC

90577

0.38 (9.5)

0.20 (5.1)

0.06 (1.6)

0.
94

 (
23

.8
)

0.
50

 (
12

.7
)

0.
44

 (
11

.1
)

Ø 0.33
(8.3)

0.69 (17.5) X
Y

ACROSS
OPTIONAL
FLATS

0.38 (9.5)0.20 (5.1)

0.06 (1.6)

.9
4 

(2
3.

8)

0.
50

 (
12

.7
)

0.
44

 (
11

.1
)

Ø 0.33 (8.3)

0.69 (17.5) X

ACROSS
OPTIONAL
FLATS

Cat. No. 90572 Cat. No. 90577

Other variations available upon request.

Mounting Hole: Ø 0.406 (10.32) Mounting Hole: Ø 0.406 (10.32)
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ROTARY SWITCHES
Two Circuit • Four Position

Two-Circuit, Four-Position 
Metal Knob
Molded plastic body. Bushing is aluminum (1/8 IPS) or zinc die casting (3/8), plain or brass finish.
Aluminum knob, and knurl nut, plain or brass finish. Steel lock nut. If ordered less knob, spindle is
as noted below. Standard leads (3, black, blue, red) are No. 18 AWG 105°C AWM-TEW plastic
insulated wire, 6" long, stripped 1/2".

Standard pack: bulk

Cat. No. 573 series

• 3A-125VT / 1A-250V • UL Listed E-7443 • CSA Certified LR-3413 • NOM Certified 057

†Lock nut is round knurl.
Spindle less knob: #4-36 x 5/32 (3.97).

Cat. No. 663 Series

• 6A-125VT / 3A-250V • UL Listed E-7443 • CSA Certified LR-3413 • NOM Certified 057

Spindle less knob: #4-36 x 5/32 (3.97).

Removable  Non- X Dimension Knob Knurl Usable
Knob Removable Style Nut Bushing
Cat. No. Knob

Cat. No.

– 573-035 3/8-27 x 3/8 (9.53) round ME KA 7/64 (2.78)

573-046 573-036 3/8-27 x 13/32 (10.32) round MA KA 9/64 (3.57)

573-047 573-037 1/8 IPS x 13/32 (10.32) flat-sided MA KC 3/32 (2.38)

573-048 573-038 3/8-27 x 5/8 (15.88) round MA KA 23/64 (9.13)

573-049 573-039 1/8 IPS x 5/8 (15.88) flat-sided MA KC 5/16 (7.94)

573-027 573†-000 3/8-27 x 3/8 (9.53) round MA KA 7/64 (2.78)

– 663-020 3/8-27 x 3/8 (9.53) round ME KA 7/64 (2.78)

663-031 663-021 3/8-27 x 13/32 (10.32) round MA KA 9/64 (3.57)

663-032 663-022 1/8 IPS x 13/32 (10.32) flat-sided MA KC 3/32 (2.38)

663-033 663-023 3/8-27 x 5/8 (15.88) round MA KA 23/64 (9.13)

663-034 663-024 1/8 IPS x 5/8 (15.88) flat-sided MA KC 5/16 (7.94)

Cat. No. 573, 663
Sequence of Operation

Position Circuit

1 OFF

2 Load 1 ON

3 Load 2 ON

4 Load 1 & 
Load 2 ON

573-035

663-020

0.36 (9.1)

0.06 (1.5)

0.17 (4.3)

Ø 0.97 (24.6) X

0.33 (8.3)
ACROSS 
OPTIONAL 
FLATS

0.
80

 (
20

.2
)

BLACK

BLUE
LOAD #2

LOAD #1

LINE

RED

Knob styles shown on page J10.

WIRING DIAGRAM

Cat. Nos. 573 series & 663 series

Mounting Hole: Ø 0.406 (10.32)

C-700 OEM Sect J.Final.qxd  9/14/05  10:27 AM  Page 9
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Locking Nuts

Knurl Nut Styles 
Dimensions For Style KA

0.50 (12.7)

0.06 (1.6)

1/8-27 THREAD

MAT: STEEL STYLE: H1

Ø 0.55 (14.0)

Ø 0.45 (11.5)

0.
08

 (
2.

0)

0.
08

 (
2.

0)

0.
23

 (
5.

8)

0.
23

 (
5.

8)

Ø 0.55 (14.0)

Ø 0.45 (11.5)

Ø 0.53 (13.5)

Ø 0.44 (11.1)

A
B

0.
20

 (5
.1

)

Ø 0.33 (8.3)

0.
28

 (
7.

1)

0.
44

 (
11

.1
)

Ø 0.33 (8.3)

0.
23

 (
5.

8)

0.
39

 (
9.

9)

Ø 0.33 (8.3)

0.
16

 (
3.

9)

0.
44

 (
11

.2
)

Ø 0.28 (7.1)

0.
34

 (
8.

7)

0.
20

 (5
.1

)

Ø 0.28 (7.1)

0.
34

 (
8.

7)

Ø 0.56 (14.3)

0.11 (2.8)

3/8-27 THREAD

MAT: ALUMINUM
STYLE: L5

A B

3/8-27 THREAD

A B

MAT: STEEL STYLE: H5 0.52 (13.1)   0.06 (1.6)
MAT: BRASS STYLE: H6 0.50 (12.7)  0.13 (3.2)

Ø 0.56 (14.3) B

1/8-27 THREAD
B

MAT: ALUMINUM STYLE: L1 .050 (1.27)
STYLE: L2 .100 (2.54)

Material A B

Aluminum 7/64 (2.78) 13/64 (5.16)

Brass & Aluminum 3/32 (2.38) 11/64 (4.37)

THREAD SIZE 3/8-27
STYLE: KA

THREAD SIZE 3/8-27
BRASS STYLE: KB

THREAD SIZE 1/8-27
ALUMINUM STYLE: KC

MAT: ALUMINUM
STYLE: MA 4-36 OR 8-32

MAT: MOLDED PLASTIC
STYLE: PA 4-36 OR 6-32 MAT: MOLDED PLASTIC

STYLE: PC 4-36

MAT: BRASS
STYLE: MB 4-36 OR 8-32

MAT: ALUMINUM
STYLE: MD 8-32

MAT: ALUMINUM
STYLE: ME 

No thread, push-on type

MAT: ALUMINUM
STYLE: MC 4-36

Knob Styles 

Ø 0.50 (12.7)

0.
23

 (
5.

8)

0.
80

 (
20

.2
)

Ø 0.33 (8.3)

0.
38

 (
9.

5)

0.
50

 (
12

.7
)

Molded knobs 
available in black,
brown, ivory or white.
Other colors available
on special order
based on quantity
requirements.

S W I T C H E S
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ROTARY SWITCHES
Hardware
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1720-005

1738-005

738-003

For recommended piercing, see page J13

For Double Insulated Applications
Molded plastic body, bushing and toggle. Aluminum knurl nut, plain or brass finish. Steel nickel-
plated indicator plate, with ON-OFF designations, keyed to bushing. Standard leads (2, black) are
No. 18 ga. 105°C AWM-TEW plastic insulated wire, 6" long, stripped 1/2".

Standard pack: bulk

Cat. No. 1720-005:

• 3A-125VT, 6A-125V, 3A-250V • UL Listed E-7458 • CSA Certified LR-3413
• NOM Certified 057

(Also available with CSA rating 2A-347V upon request.)

Cat. No. 1748-005: Same as 1720-005, except standard leads (2) black are No. 16 ga. 105˚ 
AWM-TEW plastic insulated wire, 6" long, stripped 1/2".

• 10A-125V • UL Listed E-7458 • NOM Certified 057

Cat. No. 1738-005: Same as 1720-005, except standard leads (2) black are No. 16 ga. 105˚ 
AWM-TEW plastic insulated wire, 6" long, stripped 1/2".

• 8A-125V • UL Listed E-7458 • CSA Certified LR-3413 • NOM Certified 057

Cat. No. Bushing Dimension Toggle Type

1720-005 15/32-32 x 11/32 (8.73) Bat

1748-005 15/32-32 x 11/32 (8.73) Bat

1738-005 15/32-32 x 11/32 (8.73) Bat 

Cat. No. Bushing Dimension Toggle Type

738-003 15/32-32 x 1/4 (6.35) Bat

0.08 (2.0)

0.50 (12.7)

0.52 (13.1)
0.59 (15.1)

OFF

ON

0.
45

 (
11

.5
)

0.07 (1.8)

1.
00

 (
25

.4
)

15/32-32 THREAD

0.
19

 (
4.

9)

0.03 (0.8)

0.34 (8.7)

0.63 (16.0)

0.11 (2.8)

0.64 (16.3) 0.
45

 (
11

.5
)

1.
00

 (
25

.4
)

15/32-32 THREAD

0.06 (1.5)

0.25 (6.4)

0.52 (13.1)

OFF

ON

0.07 (1.8)

0.
19

 (
4.

9)

Metal Toggle
Molded plastic body, aluminum bushing and toggle. Aluminum knurl nut, plain or brass finish.
Steel nickel-plated indicator plate, with ON-OFF designations, keyed to bushing. Lock nut 
furnished. Standard leads (2, black) are No. 16 ga. 105°C AWM-TEW plastic insulated wire, 
6" long, stripped 1/2".

Standard pack: bulk

Cat. No. 738-003

• 8A-125V • CSA Certified LR-3413 • NOM Certified 057

Cat. Nos. 1720-005, 1738-005, 1748-005 Cat. No. 738-003

TOGGLE SWITCHES
Single Pole • Single-Throw
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Metal Toggle with Leads
Molded plastic body. Aluminum bushing, toggle and knurl nut, plain or brass finish. Steel lock nut.
Steel nickel-plated indicator plate, with ON-OFF designations, keyed to bushing. Standard leads
(2, black) are No. 18 ga. 105°C AWM-TEW plastic insulated wire, 6" long, stripped 1/2".

Standard pack: bulk

Cat. No. 720 Series

• 3A-125V AC-L / 6A-125V AC / 3A-250V AC • UL Listed E-7458
• CSA Certified LR-3413 • NOM Certified 057

Cat. No. Bushing Length Toggle Type Toggle Length

720-134 1/4 (6.35) Ball 25/64 (9.92)

720-135 11/32 (8.73) Ball 23/64 (9.13)

720-136 15/32 (11.91) Ball 27/64 (10.72)

720-139 1/4 (6.35) Bat 5/8 (15.88)

720-140 11/32 (8.73) Bat 5/8 15.88)

720-141 15/32 (11.91) Bat 19/32 (15.08)

720-142 9/16 (14.29) Bat 31/64 (12.3)

720-145 7/16 (11.11) Paddle 39/64 (15.48)

720-146 15/32 (11.91) Paddle 37/64 (14.68)

720-147 9/16 (14.29) Paddle 37/64 (14.68)

720-150 15/32 (11.91) Flat Bat 21/32 (16.67)

720-151 9/16 (14.29) Flat Bat 39/64 (15.48)

OFF

ON

0.64 (16.3) 0.
45

 (
11

.5
)

1.
00

 (
25

.4
)

15/32-32 THREAD

0.06 (1.5)

0.11 (2.8)

0.52 (13.1)

0.07 (1.8)

0.
19

 (
4.

9)

Cat. No. 720-142

For recommended piercing, see page J13.

S W I T C H E S

J 12

TOGGLE SWITCHES
Single Pole • Single-Throw

720-142
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DIMMER SOCKETS

6151

6155

Cat. No. 6151

Description Cat. No. Cap Bushing Set Screw

Dimmer Socket 6151 1/8 IPS Yes

Dimmer Socket 6151-3 1/4 IPS Yes

Full Range Dimmer Socket
Removable Turn Knob

Makes any lamp an infinitely variable light source. Uses single-filament lamp. Full range rotary
dimming control with positive ON-OFF.

• 150W-120V AC only • UL Recognized Component E-3810

NOTE: knob and extension shaft must be crimped.

Extensions for Cat. No. 6151 Socket (see assembly drawing below)

NOTE: Specify all sockets with or without set screw.

Hi-Lo Dimmer Socket 
Removable Turn Knob

For operating a single-filament lamp in a sequence of HI-LO-OFF. Removable knob is molded
brown plastic. Metal shell or phenolic shell. Mandrel threaded #6-32.

• 150W-120V AC only • UL Recognized Component E-3810 • CSA Certified LR-1863 

NOTE: Specify all sockets with or without set screw.
See page G7 for dimensions.

Description Cat. No.

Extension adapter 22994-PRT

Extension shaft 3/4" (19.05) 1074-PRT

Extension shaft 1" (25.4) 9800-PRT

Phenolic knob 1/2" dia. (12.7) 6417-PRT

Description Cat. No. Cap Bushing

HI-LO turn knob dimmer 6155 1/8 IPS
socket, metal shell

1.48 (37.6)

1.31 (33.3)

1.25 (31.7)

0.
28

(7
.1

)
2.

38
 (

60
.3

)

LINING
EXTENDS
1/16"-1/8"

1.5 (38.1)

BUSHING
SET SCREW

1.31 (33.3)

6-32

No. 22994
ADAPTER

EXTENSION:
SEE CHART ABOVE

No. 6417
KNOB

FOR APPLICATIONS
WHERE STANDARD MANDREL
IS TOO SHORT.

SPECIAL EXTENSION ASSEMBLY
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Cat. No. Page No. Cat. No. Page No. Cat. No. Page No.

26720 Series B3, B16

26725 Series B3-B15

31239 I8

31282 F5

31562 C14

35000 F4

36596 L6

36895 L6

38887 E21

51005 Series M6

51010 Series M6

51020 M4-M5, M7

51240 M4-M5

54175 Series M12

55175 Series M12

55650 Series M12

60800 N3

61000 N3

61500 N3

62000 N3

70035 E14

70036 E14

70037 E18

70040 E18

70045 Series D12

70046 Series D12

70047 D11

70048 D11

70051 Series D10

70051-100 Series D10

70052 Series D10

70052-100 Series D10

80050 C4

80051 C4

80052 C3

80053 C3

80054 C2

80800 N2

81000 N2

81500 N2

82000 N2

86593 L2

90572 J2, J8

90577 J2, J8

90679 J2, J5

92679 J2, J5

95065 H2

95080 H2

95085 H2

95090 H2

95110 H2

97092 H2

97093 H2

Brackets E6-E8

Extension Adapter

22994-PRT N10

Extension Shafts

1074-PRT N10

9800-PRT N10

Finishing Nuts

BA-23569 I9

X-25297 I9

X-25298 I9

Hardware, Switches

Knob Styles J10

Knurl Nut Styles J10

Locking Nuts J10

Lamp Support Clips

23452-A B20

23452-B B20

23452-H B19

23452-V B19

23452-MTL B19

23452-MTS B19

Metal Caps

X-1412 E16

X-2740 E16

X-3347 E16

X-12312 E16

X-14274 E16

Mogul Caps

X-6590 D13

X-6591 D13

X-6592 D13

X-29348 D13

X-29349 D13

X-29350 D13

Phenolic Cap

BA-23554 E16

Phenolic Knob

6417-PRT N10
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Notes: 
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Connect with Leviton Voice & Data 
Products for OEM’s
Voice & Data offers the most comprehensive selection of multimedia and structured cabling 
solutions for OEM applications. The state-of-the-art connectivity devices support industry 
standards and open-architecture requirements. Designed to reduce installation time and 
costs, all Voice & Data products are UL Listed, meet NEC requirements and comply with 
the latest TIA/EIA guidelines.

Products include:
• QuickPort® Snap-In Adapters and Connectors for UTP copper cable

– eXtreme® 6+ GigaMax® 5e and Cat 5
• QuickPort® Snap-In Modules:

– BNC and F-Type adapters, RCA adapters, S-Video connectors
• Complete selection of patch panels, including eXtreme® 6+, GigaMax® 5e and Cat 5 
• DuraPort™ Industrial IP67-rated connectors, patch cords and wallplates 

that resist moisture and corrosion

Voice & Data products are built with quality details: 12-, 24-, 48- and 96-port panels 
(and 12-port patch block) come prefigured with craft-friendly 110-Style punchdowns 
on the rear and six-port RJ-45 front modules. All patch panels mount in standard 
19" equipment racks.
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Category 5 QuickPort® Snap-In Connectors
8-position, 8-conductor Cat 5 connectors feature
dual color-coded wiring labels with T568A and
T568B wiring patterns for dual flexibility, plus fast,
accurate 110 termination.

GigaMax® Category 5e QuickPort®

Snap-In Connectors
8-position, 8-conductor GigaMax 5e+ component-
rated connectors utilize patented Retention Force
Technology (RFT) and pair separation towers for
quicker terminations. Color-coded wiring labels with
T568A and T568B wiring patterns.

GigaMax® 5e Patch Cords
GigaMax 5e patch cords with strain-relief boots
use compliant stranded wire to ensure adequate
“flex life,” and are suitable for Cat 5e and 5e+
applications. In 3', 5', 7', 10', 15' and 20' lengths.

Category 5 Patch Cords
Cat 5 patch cords use compliant stranded 
wire as specified by TIA guidelines to ensure
adequate “flex life.” In 3', 5', 7', 10', 15' and 20'
lengths.

DuraPort™ Category 5e+ Industrial 
Connector Housings
Category 5e+ industrial connector housings 
protect critical network components in an industrial 
environment. Includes dust cap.

QuickPort® RCA-110 Connectors
Transmit audio/video signals over standard 
Cat 5, 5e or 6 UTP cabling, with 110-style IDC
punchdowns on the rear for fast installation. For
audio/video, VCR, DVD, computers and gaming
consoles.

F-Type QuickPort® Snap-In Adapters
Nickel- or gold-plated F-Type bulkhead adapters
fit any QuickPort housing. For TV, VCR, DVD,
satellite and home theater applications.

BNC QuickPort® Snap-In Adapters
White and nickel- or gold-plated BNC bulkhead
adapters fit any QuickPort housing. One female-to-
female connector per unit pack. For high-end 
audio, home theater, CCTV, and LAN applications.

eXtreme 6+ QuickPort Snap-in Connectors
8-position, 8-conductor Cat 6 connectors feature
patented Retention Force Technology for error-free
performance. Pair separation towers and dual, color-
coded wiring labels provide fast, accurate termination.

DuraPort™ Industrial Stainless 
Steel Wallplates
Over-molded gasket, with embedded sealing feature
for mounting holes, ensures a watertight fit. Durable
and easy-to-clean. In 1- and 2-port single-gang, or
2- and 4-port dual-gang configurations.

eXtreme® 6+ Patch Cords
High quality patch cords with matching slimline
boots use compliant stranded wire to ensure “flex
life” and long-term channel integrity. In 3', 5', 7',
10', 15' and 20' lengths.

QuickPort® S-Video Connectors
Flush-mount S-Video connector on the front and
110-style IDC punchdowns on the rear allow video
system connections via high-speed Cat 5, 5e or 
6 UTP cable networks.

QuickPort® RCA Adapters
Black, yellow or red striped color-coded module for
front and rear connections using RCA plugs. Ideal
for audio/video and home theater applications.

Type 625B4 Telephone Wall Jacks
Manufactured with high-efficiency automated
equipment, the new lead frame design has no
wires to break, increasing reliability and ease of
installation. Fits standard NEMA wallboxes. In 
6-position, 4-conductor configuration.

DuraPort™ Industrial Category 6 Patch Cords
Sheathed in Thermopolastic Elastomer, DuraPort™
Patch Cords resist heat, abrasion and tearing. Available
in six standard lengths plus custom lengths in Industrial
Plug-to-Industrial Plug and Industrial Plug-to-RJ45 Plug
configurations.

QuickPort® Single-Gang Multi-Port Wallplates
Single-gang flush mount wallplates offer 
field-configurable flexibility. Available with 
or without designation windows, in 1-, 2-, 
3-, 4- or 6-port configurations.

This is a sampling of the many Leviton Voice & Data products available in a wide range of colors and styles.
For a Structured Cabling Systems catalog with a complete listing, contact your OEM representative.

Voice & Data Product Highlights

A Century of Quality Wiring Devices for 
Original Equipment Manufacturers

Leviton has been a leader in the electrical industry since 1906. Behind our success is a consistent
commitment to customers, innovative products, superior service and the flexibility to grow with the
times. As we celebrate our centennial we look forward to continuing a tradition of excellence in
designing quality wiring devices for the OEM market.

The OEM-100 contains a broad selection of state-of-the-art products, including lampholders for 
innovative light sources, incandescent and energy-efficient fluorescent lampholders, protection 
products, general-purpose switches, plugs and connectors, and more—all designed to the highest 
standards of quality, dependability and performance. A growing number of purchasing professionals 
and specifying engineers rely on Leviton to improve productivity, reduce costs, increase profitability 
and assure consumer confidence in their end products.

Note: Because Leviton engages in a continuous program of product improvement, 
data in this catalog is subject to change without notice.

Leviton Manufacturing Co., Inc.
59-25 Little Neck Parkway, Little Neck, New York 11362-2591
1-800-833-3532 • Fax: 1-800-832-9538 • Techline: 1-800-824-3005
Visit our Website at www.leviton.com • Email: info@leviton.com
© 2005 Leviton Manufacturing Co., Inc.
U.S. and Foreign Patents Pending
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